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ROOT BALL

3" MULCH

AS SPECIFIED —\

ey

TREE PIT

/GUY STAKE, 3 PLACES

<

PLAN

SINGLE STRAIGHT TRUNK TO

7' HEIGHT. MINIMUM 2"
CALIPER.

GUY WIRES (3), WHITE FLAG ON
EACH TO INCREASE VISIBILITY.
AVOID TIGHT GUY WIRES AS THEY
PREVENT NATURAL SWAY AND
ROOT DEVELOPMENT. USE RUBBER
HOSE AROUND TREE TO PREVENT
BARK DAMAGE.

PRUNE BRANCHES BELOW 5’

SET TREE AT ORIGINAL GRADE.
MULCH: SHREDDED HARDWOOD
MULCH. KEEP MULCH AWAY FROM
ROOT COLLAR.

ROPES AT TOP OF BALL SHALL
BE CUT. REMOVE TOP 1/3 OF

-

PREPARED ADMIXTURE / '

BACKFILL OR NATIVE SOIL.

BURLAP. NON—BIODEGRADEABLE
MATERIAL SHALL BE TOTALLY
REMOVED.

T 272" HARDWOOD STAKES (3)
(SEE TREE GUYING PLAN)

ROOTBALL ON
UNDISTURBED SOIL

2X BALL DIA., MINIMUM

SECTION

APPROVAL

1A AL

?OWN(/E/NGINEER

i
AT,

ISSUED: MAR 1, 1994

REVISED TOWN OF EASTON

SEP 1, 02 AND

DEC 1, 04 EASTON UTILITIES

ocT 13, 10 STANDARD DETAILS

JAN 1, 11 TREE PLANTING
STANDARD NO. PW-8.00






